Appendix D

RN:

(Continued)

Drawing

&4 =—— SECURELID
OF CAN (1)
WTH TAPE (2)
AS SHOWN

REINFORCE BOX
GIRTHWISE,
LENGTHWISE
WITH TAPE (2)
AS SHOWN

~— SECURE SEAMS AND
EDGES OF BOX WITH
7 STRIPS OF TAPE (6)
AS SHOWN

LINER IS ROLLED DOWN THEN TAPED ACROSS
THE FOLD, THE ENDS ARE FOLDED IN AND TAPED
DIAGONALLY WITH TWO STRIPS OF 2-INCH WIDE

7 SHOWNFOR PRESSURE-SENSITIVE TAPE, (6)
ORIENTATION
ONLY
I
1-3/4
- =34 bosimON CANS IN BOX
P o o WITH SPACING AS SHOWN
LW 25 THEN FILL BOX TO TOP
DEEP L AYER OF WITH ABSORBENT (5)
ABSORBENT }
' 1-3/4
ENLARGED
TOP VIEW
[TEM DESCRIPTION DLAO2045

1-QT, METAL, ROUND, FRICTION LID, QTY. 4

14NCH WIDE, PRESSURE-SENSITIVE TAPE, FILAMENT-REINFORCED, 1AW ASTM D330, TV Il

FOAM PAD, POLYETHYLENE, 1 X 41/4 X4-1/4IN, QTY.4

FIBERBOARD BOX, ASTM D5118, STYLE RSC,

GRADE V3c, NON: 8115-00-183-4%1, 12X1 2X12IN.

CELLULOSE FIBER ABSORBENT, OR VERMICULITE, A-A-52450

24NCH WDE, PRESSURE-SENSITIVE TAPE, IAW ASTM D 5486, TY Il NSN: 7510-00-266-6715

~ o on|~ oo — |/

4MIL POLYETHYLENE LINER 18 X 30 INCHES
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